
PALMIERI
MODEL
NUMBER        PRODUCT    WIDTH      DEPTH    HEIGHT         WEIGHT         VOLUME PRICE        DESCRIPTION

General

General

PG 28 2024 SPECIFICATION GUIDE & PRICE LIST

GN-155

GN-155-XL

GN-506

GN-506-V

GN-506-WB

Display Case, Glass Shelves 
and Panels

Fluorescent light for Display Case

Information Kiosk, Cork Panels

Information Kiosk, 
Velcro Option (Cost per panel)

Information Kisok, 
White Board Option 
(Cost per panel)

36”     24”       80”

24”     24”       73”

24”     24”       73”

24”     24”       73”

280 Lbs. 42 Cu.Ft

150 Lbs. 24 Cu.Ft

150 Lbs. 24 Cu.Ft

150 Lbs. 24 Cu.Ft

$ 8,901 

$ 1,119 

$ 5,356 

$ 273 

$ 412 

CASE CONSTRUCTION: Wood framing constructed from 1-3/4” 
x 1-3/4” solid. Framing to be routed to receive 1/4” thick glass 
on all sides. Wood framing shall incorporate glass by means of 
a tongue and groove assembly. Unit is equipped with sliding 
glass doors, 3 adjustable glass shelves and a lock. Base 
constructed from 3/4” veneer paneling, assembled with wood 
frame by means of tongue and groove assembly. 4” high kick 
comes complete with black ribbed rubber.

Fluorescent light complete with diffuser.

TOP: Constructed in a 3 part assembly. The top and bottom 
are constructed from 3/4” 3-ply particleboard, complete with 
veneer faces and 1/4” solid external banding. The facia top is 
constructed from 3/4” thick x 22-1/2” wide x 22-1/2” long x 
4-1/2” high 3-ply particleboard with all faces laminated with
black plastic laminate.

KIOSK: Kiosk constructed with desired panel selection. Cork 
board faced panels are standard. Black velcro board or white 
board panels are available as options. Panels assembled 
together at the 4 corners by means of 1/4” thick x 7/8” x 7/8” 
solid vertical corner supports. Paneling mounted to 
sub-bottom. Bottom equipped with rotating plate. 

BASE: Constructed in a 2 part assembly. The bottom is 
constructed from 3/4” thick x 24” wide x 24” long x 14” high 
3-ply particleboard, assembled together by means of tongue
and groove assembly. All faces to be veneered. Outside edges
of the mid section to be edged with 1/4” solid external band-
ing. One face panel of base to be equipped with cupboard
hinges and lock. The kick base is 21” wide x 21” long x 4” high.
All faces of kick to be laminated with black ribbed rubber. Bot-
tom
mounted with ball bearing rotating plates.
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